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No. 30 PAINT CONDITIONER 
ee eee 


Patented 


The No. 30 Paint Conditioner 
conditions any can on shelf from 
% pint to a gallon. 
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Both jaws of the can holder have 
receding, concentric rings to 
hold various sized round cans. 
Four-can and square-can adapt- 
ers can be quickly fitted into the 
jaws. For these and other extra 
accessories see page 465. 


This universally popular RED DEVIL Conditioner 
is now better than ever. Without increasing the 
price, an Automatic Timer has been added that 
switches off the current at any predetermined period 


of from 30 seconds up to 15 minutes of conditioning; 


and a new improved ball-type can holder handle 

has been added. Cans of like size are ‘changed 

in two seconds, and a half-pint is replaced with a 
ullon can in 10 seconds. 

the RED DEVIL NO. 30 employs exclusive patented 

eccentric-action, operating at a rate of 700 shakes 


When featured prominently in paint de- 
partment, there will always be paint- 
conscious spectators watching the “con- 
ditioning” process. Paint users prefer to 
buy thoroughly conditioned paint and 
there’s no doubt with a Red Devil No. 30. 


While the No. 30 
Paint Conditioner is 
making paint “fresh- 
er than fresh”, there 
is time to merchan- 
dise Red Devil tools 
and other: related 
items. 


a minute. It vigorously, constantly agitates, liter- 
ally breaking up lazy pigments and wall sediinents 
throughout all parts of the can, mixing them into 
a. solution equal to factory-freshness. Can or label 


is not marred. 


43 


The RED DEVIL NO. 30 is proving to be a “must” 
in progressive paint dealers’ from coast to coast, 
and is accepted as standard by all leading paint 


‘manuiacturers, painters, decorators, and many mu- 


nicipalities. 





ACCESSORIES FOR No. 30 PAINT CONDITIONER 
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COUNTER-HIGH 
PEDESTAL BASE 


Built specially for the 
No. 30. Uniquely design- 
ed to take up all vibra- 
tions and noise. The 
base makes it possible 
“feature” paint con- 
ditioning in the most 
prominent part of the 
paint department — in 
place of hiding it on 
floor or attaching it to 
counter. 
34 inch height is ex- 
actly right for easy op- 
eration. 
SHIPPED 1 IN A CASE. 
WEIGHT 50 LBS. 


Nlustrated to right is the 
permanent-type Counter 
High Pedestal base, 
equipped for bolting 
to floor. 










Patented . 


AUTOMATIC TIMING DEVICE 


A RED DEVIL feature that frees 
clerks time and eliminates guess 
work, The Timer automatically stops 
“conditioning” at any predetermined 
period from 30 seconds to 15 min- 
utes (average conditioning 2 min- 
utes). This Timer can be purchased 
in portable style for all No. 30 mod- 
els, year 1940 and earlier. It is built- 
in as regular equipment on the 1941 
and newer models, 


PORTABLE TIMER SHIPPED 1] IN A 
CARTON. WEIGHT | LB. 



















FOUR CAN ADAPTER 


This one-part adapter 
quickly fits lower jaw of 
can clamp of the No. 30 
and will hold four pint or 
quart cans and condition 
their contents in a single 
operation. This accessory 
is very useful and popular 
among store and industrial 
users, 


SHIPPED 1 IN A CARTON. 
WEIGHT 2 LBS. 





Above is the port- 
able-type Counter 
High Pedestal 
base with rubber. 
cushioned feet. 


SQUARE CAN ADAPTER 


Quickly attached and re- 
moved, this two part adapter 
makes it possible to thorough- 
ly condition square cans of 
paint or other material. 


SHIPPED 1 PAIR IN CARTON. 
WEIGHT 2 LBS. 





SPECIFICATIONS FOR Need Dewi NO. 30 PAINT CONDITIONER 


TAKES: % pint to 1 gallon cans U.S. Standard (Imperial Standard on 
special order). 


BASE MEASUREMENTS: 1212" wide, 14%” long. 19%” high: operating 
space 13"x 21%". (Fits Pedestal Base 34" high). , 


MOTOR EQUIPMENT: % H.P. 60 cycle, 110 volt A.C., unless other. 
wise specified. 


OSCILLATION: 1350 shakes per minute. 


LUBRICATION: Operates in a bath of oil, that requires only occasional 
addition of good grade 20W SAE oil. Bayonet type oil gauge supplied. 


AVERAGE CONDITIONING TIME: Upward of 2 minutes. according to 
condition of material and size of can. 


ACCESSORIES: Integral Automatic Timer shuts off at any predeter- 
mined time from 30 seconds up to 15 minutes. A Counter Base, a 
Counter-high Pedestal Base, 4 Can Adapter, or Square Can Adapter, 
supplied at extra cost. 


MOUNTING: Recommended to be attached to Counter Base or Pedestal 
Base or secured to floor or strongly portable platform. Holes are bored in each of four corners of the base. 


PACKING: Completely assembled and mounted on skids. 4 lag screws supplied for fastening. Remove oil 
plug in top of main casting and insert bayonet type oil gauge after conditioner has been set in place. 
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SPECIFICATIONS : NRad Dewi no. 30D PAINT CONDITIONER 


TAKES: % pint to 1% gallon cans, U. S. Standard, Can 
Size 842" x 72"" 


OSCILLATION: 960 Shakes. per minute. 
OTHER SPECIFICATIONS: Same as No. 30 (above). 


. INDUSTRY PROVIDES” — 


| A BIG MARKET © 
_ FOR PAINT CONDITIONERS | 





Red Devil Paint Conditioners are designed, of course, to make 
paint factory fresh in minutes, Paint stores and departments, 
maintenance companies and departments are big users. But 
day by day more companies have found new—often unique 
—uses for Red Devil Paint Conditioners. You will find them 
in testing laboratories, ink manufacturing plants, cosmetic . 
factories, nail polish factories, dental laboratories, They are 
used for synthetic lacquers, industrial finishes, special color 
SPOILED, . blends, and even whipped cream, rice pudding and peanut 
CONV, WC AIRPLANE conmranyy butter. Many industries use them to tumble small parts and 
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7 30 PAINT CONDITIONER 
Part Part Part 
No. * Name No. Nome No. Nome 
12038 Bose 138) Nut for Handle 1593 Belt Guard Bolts 
1203H Housing Head | 1402 Woodruff Key 1594 Cover Screws 
¥205 Crankshaf! 1439 Shoke Proof Washer for Handle 4595 ‘Aotor Bolts 
1207 Squore Con Adopter 1489 ~=Hondle Assembly 1596 Motor Nuts 
1208 Bearing Spocer 1510 Timer Ring 1597 Washer 
1210 Rubber Feet 1535. Timer 1598 = Spacer Set Screw 
1211 = Crankshaft Pulley 1549 Motor Base Assembly 1608 Name Plate Pins 
1217 = Motor Pulley 1552 Squore Washer Outside 1673 = Housing Bolts 
1220» =Cover Gasket 1555A_ Pivot Block Bolt 1937 Timer Ring Screws 
3222 Belt Guard ; 1556  Wosher 2674 Clamp Adapter 
1223 Cover 1573 Timer Brocket 2675 "VU" Bol) wiih Nuts 
1235 Nome Plate 1574 Ost Retainer 2690 Clomp Screw 
1247 Woodruff Key 1575 Motor 337] Welch Plug 
1248 = Vee Belt 1576 2 Prong Plug ond Leod 3396 = Agitator Shof 
1249 Timken Beoring, Crankshaf? VST “OW Level Stick he. See ee poe 
125} Fiber Washer, Crankshof} 1578 Grommet a7, Can Clamp—Right 
1252 Cronkshoft Nut 158} Timer Bracket Screws 3398) Can Clamp—Lef! 
}257A Clamp Adapter Roll Pin 1582 Pipe Plug 3410 = Guide Rod 
1295 Pivot Block 1584A Motor Mount Roll Pin EMD Clomp Screw 
1375 Front Bearing or Rear Bearing 1586 = Pulley SXrew J4l2 “Universal Assembly 


IMPORTANT: SERIAL NUMBER MUST BE SPECIFIED WHEN ORDERING PARTS 


7. Dt Ca en. pe. Ase) : ; : . P L 30 H_ 


MARCH, 1953 





PARTS LIST FOR #30 PAINT CONDITIONER 
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1210 Rubber Feet (4) 1552 Square Washer 188! Clamp Handle 3411 Clamp Sarew 













1217 Metor Pulley 1556 Lock Washer 1937 Timer Screws (4 3412 Univ 

1220 Gasket 1573 Timer Bracket \socapfogs adhe Sua 

4247 Woodruff Key 1574 Of Retainer ~ Nut (4) 

1248 Belt 1575 Motor 2046 Louver Screws (8) “92 

1251 Washer 1577 Oil Stick . “* 2678 “U" Bolt& Nuts 4597 

1252 Nut 1578 Grommet 2747 Belt Guard 387 Crankshaft 

1295 Pivot Block 1581 Timer Bracket Scraws (2) 2889 Bearing (2) 

1375 Bushing (2) Screws (2) 25997 Name Plate §§30 Short Electric Cord 

1381] Nut 1586 Set Screw 3224 Bolt 3592 Crankshaft Oi] 

1402 Woodruff Key 1594 Cover Screws (4) 3228 Roll Pin (2) ; Retainer 

1439 Shake Proof 1597 Lock Washer (4) 3230 Carriage Bolt & 3493 Bearing Spacer 
Washer 1598 Set Sorew Nut (4) 3433 Crankshaft Pulley 

1535 Timer 1603 Bolt 3278 Base - 3635 Louver (2) 

IEA Electric Cord IBOA Nut ; =. 3396 Agitator Shaft 36384 Welch P er 

1549 Motor Base 3611 Washer (4) 3397 Can Clamp (R) Ol Adapter.quide Red -- 


Assembly 16390 Shaka Proof Washer 3398 Can Clamp (L) Assembly 


Figttre iit ( ) indicates number esoh of Item If mors than one. 
IMFURTANT: SERIAL NUMBER OF YOUR MACHINE muUS¥Y SE SPESINIEDG np En ORBRRING FARTS 


